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 A-16 Truck or Rail Loading and Unloading of Liquid or Solid Material

Best Management Practices (BMPs) are required by King County Code 9.12. If the BMPs included here are 

not enough to prevent contamination of stormwater, you will be required to take additional measures.

Required BMPs:

• Place drip pans underneath hose and pipe connections and other leak–prone spots during liquid transfer 

operations, and when making and breaking connections. 

• Immediately clean up any material that has spilled during transfer operations. 

• Have a current spill control plan.

• Train employees to follow proper loading and unloading procedures. Ensure that employees are familiar with 

the site’s spill control and clean–up plans and/or proper spill cleanup procedures.

• Store and maintain appropriate spill cleanup materials in a location known to all. 

• Conduct loading and unloading operations under cover if possible.

Required Routine Maintenance:

• Clean drip pans as needed, and dispose of contents properly.

• Check equipment for leaks on a regular basis and repair if needed.

• Sweep loading/unloading areas as needed. Never wash anything to the storm drains or the street.

Supplemental BMPs:

• Pave areas where liquids are transferred to and from tanker trucks. Use Portland cement concrete for fuels 

that react with asphalt, such as gasoline.

• Install a curb or dike, or slope the area to prevent stormwater from running on to the loading/unloading area 

and washing away spilled material.

Additional Information:

• Disposal Information Sheet 

For more information or assistance contact the King County Stormwater Services at 206–477–4811 and 

visit kingcounty.gov/stormwater.


